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4 POINT LIFT SYSTEMS

SYSTEM LENGTH Retracted/Extended:

A 19" 122"
B 6’/ 18"

B LIFT SYSTEMS, INC.

Model 2050, 2 Point Lift Systems
Model 4100, 4 Point Lift Systems

*Patented

Note: Other length connecling tubes can be furnished to meet customer requirements.
SPECIFICATIONS

STANDARD EQUIPMENT:

LIFTING UNIT (Each):
Non-retractable wheel modules. Four wheels per unit. Two
stage double-acting cylinder with safety holding vaive. Header
plate assembly for attaching header beam. Track, beams and
propel accessories not included. Self-contained lifting units
available.

HYDRAULIC POWER SYSTEM:
100 gallon capacity hydraulic power system. Self-contained:
25 gallon reservoir. Direct manual control valves. Pressure
gauge, full-flow return and suction line filters. Oil level
indicator. Power options are: Electric 110 and 220 volt,
gasoline, dual-fuel, diesel and propane.

LIFTING LINKS:
25 ton capacity each link.

CYLINDERS:
Two stage telescopic double-acting cylinders for power up
and power down. Long overlaps and close tolerances for
maximum strength and stability.

WEIGHT:
Lifting units approx. 2,200 Ibs. each unit, not including beams.
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NOTE: All equipment dimensions, designs, specifications, calculations, etc., as
described above, are subject lo change at manufacturer's discretion at any time
without notice. Data herein is for informational purposes only and will not be
construed to guarantee suitability of the machine for any particular purpose as
performance may vary with conditions encountered. Warranty will apply as
written in s'andard contract form upon purchase of equipment.
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OPTIONAL EQUIPMENT:

LIFT SYSTEMS:
Consult factory. Lift systems available from 50 ton to 4000
ton capacities. Other models and cylinder configurations
available.

LIFTING BEAMS:
Consult factory. Length and weight of lifting beams and cross
beams can be furnished to>suit customer needs and
applications.

TRACK:
Various lengths and weights available to meet maximum
capacity requirements.

REMOTE CONTROL OPTION:
Electronic remote control will irclude 50’ control cable,
electronic control module to control lifting units, and portable
pedestal or harness.

PROPEL CYLINDERS:
Includes two (2) 4’ double-acting cylinders for smooth, precise
control over heavier loads with a 4’ extension or retraction.

GRIPLOCK PROPEL:
A continuous linear propel unit powered by 4' propel
cylinders. Does not include propel cylinders.

DIRECT POWER DRIVE:
Attachment with hydraulic motor drive to high traction
rubber wheels to provide continuous propel for long distance
travel. For use with Models 2100, 2200 and 4200. Optional
hydraulic cylinders for lifting power drives up to allow
complete free travel of system.









